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DATA SHEET  

PRODUCT: SINGLE PIN FLUPRESCENT LAMP 20W & 40W 

Application 

- Used in flameproof and increased-safety luminaires for both indoor and outdoor applications  

- Used in applications like petro-chemical industry, offshore, mines and any locations where  

traces of explosive gases may be found  

Warnings and Safety  

- A lamp breaking is extremely unlikely to have any impact on your health. If a lamp breaks, 

ventilate the room for 30 minutes and remove the parts, preferably with gloves. Put them in a 

sealed plastic bag and take it to your local waste facilities for recycling. Do not use a vacuum 

cleaner. 

SECTION1: MANUFACTURER  

Manufacturer’s Name and Address: Nan Jing Hua Qiang Electronical Co, Ltd. 

 

SECTION 2: INGREDIENTS 

Material Name Material  Content/Unit 
Glass Tube  Silica 90% 

Phosphor  10mg/m³ 

Lamp Holder Alumina 10g 

Filament 
 

Tungsten 
Molybdenum 

40% 
60% 

Mercury Mercury 0.1mg/m³ 

Gas Argon Krypton Gas 
Mercury Vapor 
Air 

90% 
8% 
2% 

 

SECTION 3: LIGHT TECHNICAL 

Color Code 33-640 

Color Designation  Cool White 

Correlated Color Temperature (Nom) 4100 K 

Color Rendering Index (Nom) 63 

Lumen Maintenance 10000 h (Nom) 0 % 

Lumen Maintenance 2000 h (Nom) 88 % 

Lumen Maintenance 5000 h (Nom) 83 % 
 


